SITE OVERVIEW PROJECT CONTACT DIRECTORY RELOCATION ZONING DRAWIN GS
TYPE OF OCCUPANCY: TELECOMMUNICATIONS LAND OWNER:  FIRST BUILDING PARTNERSHIP
SITE TYPE: RAWLAND 5 KEARNEY RD PROPOSED 175-FT MONOPOLE
: NEEDHAM MA 02494-2900
TOWER TYPE: MONOPOLE - a,
TOWER HEIGHT: AEERSY APPLICANT: CROWN CASTLE TOWERS 06-2 LLC
TOWER LATITUDE: 42° 42 25.52" N (42,707097) 2000 CORFORATE DRIVE
. » 561 64 agr . CANONSBURG, PA 15317
TOWER LONGITUDE: 71° 26' 5433" W (71.44842%) (724) 4162000
ZONING JURISDICTION:  CITY OF NASHUA
; SITEENGINEER:  DELTA OAKS GROUP
COUNTY: HILLSBOROUGH CONTACT: BRANDON WALLER, FE
DEED BOOK & PAGE: 2986; 779 4904 PROFESSION AL COURT, 2ND FLOOR
. g RALEIGH, NC 27609
PARCEL ID: A194 19 3435047
ZONED: R-C (URBAN RESIDENTIAL)
) MUNICIFALITY:  CITY OF NASHUA
PARCEL AREA: 1.68 ACRES ST TiR
DISTURBED AREA: 0.07 ACRES (3,000 5F) 2ND FLOOR OF CITY HALL
H
POWER COMPANTY: TBD m@u{;’o . SITE NAME SITE ID
TELCO/FIBER COMFANY:  TBD COSTCO RELO BU# 830168
PURPOSE OF PLAN:
INSTALLATION OF WIRELESS COMMUNICATIONS TOWER TO SITE ADDRESS SITE COORDINATES
CONTINUE TO FROVIDE WIRELESS AND EMERGENCY
COMMUNICATIONS SERVICES TO THE AREA. 71 SPIT BROOK RD, NASHUA, NH 03060 N 42.70709°, W 71.44842°
CODE COMPLIANCE VICINITY MAP LOCAL MAP
ALL WORK AND MATERIALS SHALL BE PERFORMED AND INSTALLED IN ACCORDANCE WITH THE CURRENT EDITKONS OF THE T 5 e 565 @ robent
FOLLOWING CODES AS ADOPTED BY THE LOCAL GOVERNING AUTHORITIES, NOTHING IN THESE PLANS IS TG BE CONSTRUED TO 3 g
PERMIT WORK NOT CONFORMING TO THE LATEST EDITKONS OF THE FOLLOWING. g 7
H
1. UNTFORM CONSTRUCTION CODE {UCC) 6. 2015 INTERNATIONAL FIRE CODE = & %
2. ANSI/TIA/EIA-222-G 7. 2015 INTERNATIONAL PLUMBING CODE Benson Park §) o g
3. LOCAL BUILDING CODE 8, 2015 INTERNATIONAL MECHANICAL CODE 22 %
4. CITY/COUNTY ORDINANCES 9. 2015 INTERNATIONAL FUEL GAS CODE Mine  Nashua  hugson 2
5. 2015 INTERNATIONAL BUILDING CODE 10, 2017 NATIONAL ELECTRICAL CODE Falls Pk 8 oﬁr{‘r’é‘i’rﬁﬁ?m
) o
GENERAL NOTES & 3
+ THEFACILITY 15 UNMANNED AND NOT FOR ® gy Walmer: @)
HUMAN HABITATION, THEREFORE HANDICAD SITE
ACCESS IS NOT REQUIRED. @@ @
* ATECHNICIAN WILL VISIT THE SITE AS REQUIRED Besi Buy 9
FOR ROUTINE MAINTENANCE APPROX. ONE TRIP D)
PER MONTH,
. . N s THE PROJECT WILL NOT RESULT IN A @Pheasant Lane Mall
DIG SAFE SYSTEMS, INC. SIGNIFICANT DISTURBANCE OR EFFECT ON AP SR
CALL SN DRAINAGE. SITE
48 FIOURS BEFORE YOU DIG * NOSANITARY SEWER SERVICE, POTARBLE WATER, ®
L ee—— OR TRASH DISPOSAL IS REQUIRED B
* NO COMMERCIAL SIGNAGE IS PROPOSED.
Dunstatue Tymgsberough
SHEET INDEX @ /]
SHEET SHEET
DESCRIPTION DESCRIPTION
NO. NO. DIRECTIONS
i1 TITLE SHEET - FROM BOSTON LOGAN AIRPORT, BOSTON, MA
C—11 OVERALL S!TE PLAN - HEAD NORTHEAST ON AIRFORT RD- ARRIVAL LEVEL (0.3 MILES). USE THE RIGHT LANE TO TURN SLIGHTLY RIGHT TO STAY ON AIRPORT RD - ARRIVAL LEVEL (0.2 MILES).
— _ USE THE RIGHT LANE TO TURN SLIGHTLY RIGHT (0.2 MILES). KEEP RIGHT AT THE FORK, FOLLOW SIGNS FOR MA-1A S/INTERSTATE 93 N/SUMNER TUNNEL (0.3 MILES),
C—-1.2 SITE PLAN (
2 GRADING & EROSION CONTROL PLAN — CONTINUE ONTO MA-14 5{1.5 MILES). USE THE LEFT LANE TO TAKE THE INTERSTATE 93 N EXIT (0.1 MILES). KFEP RIGHT, FOLLOW SIGNS FOR L32 N AND MERGE ONTO Lo3
N (105 MILES). TAKE EXIT 37B TO MERGE ONTO 1.95 S TOWARD WALTHAM (5.5 MILES). USE THE RIGHT 2 LANES TO TAKE EXIT 32A-32B FOR US-3 N TOWARD LOWELL ©7
C-3 TOWER PROFILE & COMPQUND LAYOUT - - MILES). CONTINUE ONTO US-3 N (20.4 MILES). TAKE EXIT 1 FOR SPIT BROCK ROAD TOWARD SOUTH NASHUA (0.3 MILES). KEEP RIGHT TO STAY ON EXIT 1 FOLLOW SIGNS
C—4 CIVIL DETAILS - FOR SPIT BROOK RD/S NASHUA (0.2 MILES). TURN RIGHT ONTO SPIT BROOK RD {0.1 MILES). THE STTT WILL BE ON YOUR RIGHT AT APPROX. COORDINATES 42° 42" 25 50" N,
C—5 CIVIL DETAILS — At AW
GN—1 GENERAL NOTES - — —
_ _ APPROVED - NASHUA CITY PLANNING BOARD: PROPERTY OWNER APPROVAL:
— — CHATRMAN THE UNDER-SIGNED DOES HEREEY AGRH H CONSTRUCTION OF ALL OF
SIONATURE Date | | THE IMPROVEMENTS AS SHOWN ON THIZ 9 CONDITIONED OR
- — - STIPULATED BY THE NASHUA CITY PLA AR 0 -
— — - SECRETARY m 2021
SIGNATURE DATE SIGNATUREV| DATE

TOWER OWNER APPROVAL:
THE UNDER-SIGNED DOES HEREB
IMPROVEMENTS AS SHOWN ON THIS PLAN AS CONDITIONED OR STIPULATED BY
THE NASHUA CITY FLANNING BOARI

=/

Y AGREE TO PERFORM ALL OF THE

2/8/2021

" SIGNATURE

DATE

PREPARED FOR:

CROWN
« CASTLE

CROWN CASTLE USA, INC,
2000 CORPORATE DRIVE
CANONSBURG, PA 15317
PHONE: (724) 416—-2000

PREPARED BY:

DELTA DAKS GROUP
4904 PROFESSIONAL COURT, 2ND FLOOR
RALEIGH, NC 27609
PHONE: (919) 3428247

02/08/21
JOSEPH V. BORRELLL IR, P.E.
NEW HAMPSHIRE LICENSE NO. 14342
DRAWN BY: NN
CHECKED BY: BIw
ABRPV'D VB
PROJECT NO: 15015351
SUBMITTALS
DATE DESCRIPTION | REV[ISSUED BY
032729 FOR REVIEW t BIW
dinLe2g FOR REVIEW 2 BIW
14/22/30 FOR REVIEW = BIW
050520 FINAL ZDs 1 BIW
071620 FINAL ZDs 3 BIW
o7 16/20 FINAL ZDs [} BIY
1Bz FINAL ZDs 7 BIW
121 FINAL ZDs [l BIW
020831 FINAL ZDs [ BIW

THE INFORMATION CONTAINED IN THIS SETOF
DOCUMENTS IS PROPRIETARY BY NATURE.
REPRODUCTION OR CAUSING TO BE REPRODUCED
THE WHOLE OR ANY PART OF THESE DRAWINGS
WITHOUT THE PERMISSION OF THE DELTA OAKS
GROUP, PLLC IS PROHIBITED

SITE NAME:
COSTCO RELQO

SITE ADDRESS:

71 SPIT BROOK ROAD
NASHUA, NEW HAMPSHIRE 03060

SITEID:
BU# 830168

SHEET TITLE
TITLE SHEET

SHEET NUMBER
T-1




AIMCO ROYAL
CREST-NASHUA LLC
DB 6697 PG 2735
FIN: A-50+4

EXISTING PAD
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{
| EXISTING
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\ OF PAVEMENT '
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G6 HOSPITALITY i {TYP) —E’IIIJ)E AOSESS, -
PROPERTY LLC i 'EAS%JIETNT
DB 8473 PG 859 [ .
PIN: A-223 — EXISTING LIGHT FOLE
SUBJECT (TYP)
PROPERTY
FIRST BUILDING
PARTNERSHIP
DB 2986 PG 779 PROPOSED 49" x 51' FENCED COMPOUND
FIN: A-194 B WITHIN A 4% x 51' LEASE AREA
- | ZONING: RC (SEE DETAIL, SHEET C-3, C4, & €-5)
EXISTING

EXISTING
74 ! PROPERTY
LINE (TYP.} PROPOSED DUMPSTER
ENCLOSURE {STOCKADE FENCE)
EXISTING WOODED AREA

MOTEL
BUILDING

— =1

4 180
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B 1 p
PROPOSED 175-FT MONOPOLE
(APPROX. TOWER CENTER LOCATION

42.70709° N, 71.44842° W)

- - -
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4 -
! LINE (TYP.) =" P
/ 4 \ = “EXISTING DRAINAGE EASEMENT -
RAI NCRL 2T (OCATION SHOWNPER T
\DE -
QVE T {'.',SF:FQOP =) \ cuRBAl %i%&ﬂ”‘) STREET DEDICATION PLAN BY
il el ) GG DAVIS, BENOIT & TESSIER, INC,
=g PG = T AR DATED JANUARY 12, 1983)
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BULK REQUIREMENTS PREFARED FOR:;
FUTURE BUILDING CONSTRUCTION ZONING DISTRICT: B-C URBAN RESIDENTIAL
SHAI RPORATE FOUNDATION
DRAINAGE SYSTEMS EXCHPT Wi AN | | DESCRIPTION REQUIRED| EXISTING] PROPOSED CROWN
INVESTIGATION ESTABLISHES THAT MIN LOT AREA 5000SF | 174AC | NoChange
SPECIFIC BUILDING SITES ARE LOCATED £ CASTLE
IN ELL DRAINED SOILS AND THAT SUCH MAX. COVERAGE ot No Change CROWN CASTLE USA, INC
SYSTEMS ARE NOT REQUIRED. MIN. FRONT YARD 0 2.6 Neo Change 2000 GORPORATE DRIVE
) " CANONSBURG, PA 15317
MIN. SIDE YARD 7 17 2 PHONE: (724) 416-2000
MIN. REAR YARD W 2187 L3
MAX, BUILDING HEIGHT | 100’ 50 No e PREPARED BY:
SITE DATA TABLE
TOWER LEASE AREA: | 0.08 ACRES (2,499 SF)
EASEMENT AREA 0.50 ACRES (21,580 5F)
H GROUP
e T 4304 PrORERION ST o oo
. Ci « ZND FLOO
ZONING: R-C (C URBAN RESIDENCE) e
PROPOSED USE: 175-FT MONOPOLE TELECOMMUNICATIONS FACILITY PHONE: (919) 342-8247
BUILDING FOOTPRINT:| TBD
PARKING REQUIRED: | 1 SPACE
OVERALL SITE PLAN NOTES:

1. THIS PLAN WAS PREPARED USING SURVEY ENTITLED
CITY OF NASHUA GIS. NEIGHBORING PARCEL LINES, S

CONSIDERED APPROXIMATE.
2. THESITE $HALL BE GRADED TO CAUSE SURFA(
TOWER AREA.

CE WATER TO FLOW AWAY FROM THE FROPOSED EQUIP. &
3, VEGETATED AREAS DISTURBED BY THE WORK OF THIS PROJECT SHALL BE GRADED TO UNIFORM SLOPE,

FERTILIZED, SEEDED, AND STABILIZED AS SPECIFIED.
4. AUTHORIZATION FOR WORK WITHIN PUBLIC R.O.W. SHALL BE OBTAINED BY THE CONTRACTOR.
5,

EROSION CONTROL MEASURES SHALL BE INSTALLED IN C*
GUIDELINES FOR SOII, EROSION AND SEDIMENT CONTROL.

"AS-BUILT SURVEY" BY GEQOLINE SURVEYING INC,, AND
TREET, AND OFF-SITE UTILITY LOCATIONS SHOULD BE

ONFORMANCE WITH LOCAL, COUNTY, AND STATE

6. THE PROPOSED PROJECT WILL NOT RESULT IN A SIGNIFICANT AREA OF DISTURBANCE AND WILL NOT
SIGNIFICANTLY INCREASE STORM WATER RUNOFF.

7. NOSIGNIFICANT NOISE, SMOKE, DUST, OR ODOR WILL RESULT FROM THIS FACILITY,

3. THESITE WILL GENERATE APPROX 4 TRIPS PER MONTH BY TECHNICIANS PERFORMING ROUTINE

MAINTENANCE.

9. PRIOR TO ANY WORK BEING CONDUCTED A PRE-CONSTRUCTION CONFERENCE SHALL BE HELD WITH THE

PLANNING STAFF AND OTHER CITY DEPARTMENTS AS NECESSARY TO REVIEW WORK PROPOSED.
16. ALL PROPOSED UTILITIES FOR THIS PROJECT SHALL BE ROUTED UNDERGROUND.

1L STREET RESTORATION TO BE IN ACCORDANCE WITH NRO 285- 12, IF ANY.
12. THE PROPOSED TOWER LEASE AREA IS NOT LOCATED WITHIN A SPEC
FLOOD ZONE X) PER FEMA FIRM#33011C06540 WITH EFFECTIVE DATE

IAL FLOOD HAZARD ZONE (OR LOCATED IN
OF SEPTEMBER 25, 2009,

AERIAL IMAGE

FRCIFOSFD 10 WIDE |

LITILIT!

¥ EASEMENT L

0z/08721
JOSEPH V. BORRELLL, IR, P.E.
NEW HAMPSHIRE LICENSE NO. 14342
DRAWN BY: NN
CHECKED BY: BIW
APPV'D; B
PROJECT NO 19-0535)
SUBMITTALS
DATE DESCRIFTION  |REV[ISSUED BY
032720 FOR REVTEW i BIW
i 120 FOR REVIEW 2 BJW
4/22/20 FOR REVIEW 3 BIW
G550 FINAL ZDs 4 Bl
07:16:20 FINAL 2Ds 5 BIW
0514020 FINAL ZDg [ BIW
[1A/20 FINAL ZDs 7 BIW
1221520 FINAL ZDs 8 BIW
020821 FINAL ZDs f) BJW

THE INFORMATION CONTAINED IN THIS SET OF
DGCUMENTS IS PROPRIETARY BY NATURE
REPRODLICTION OR CAUSING TO BE REPRODUCED
THE WHOLE OR ANY PART OF THESE DRAWINGS
WITHOUT THE PERMISSION OF THE DELTA OAKS
GROUP. PLLE IS PROHIBITED

~ INASHUA. NEW HAMPSHIRE 03060

SITE NAME:
COSTCO RELO
SITE ADDRESS:

71 SPIT BROOK ROAD

SITEID:
BU# 830168

SHEET TITLE
OVERALL SITE PLAN

SHEET NUMBER
C-1.1




FUTURE BUILDING CONSTRUCTION IT SHALL BE UNLAWFUL TO MODIFY, CHANGE, OR FREFARED FOR:
SHALL INCORPORATE FOUNDATION ALTER ANY STRUCTURE SHOWN ON THIS PLAN AN
DRAINAGE SYSTEMS EXCEPT WHERE AN ANY WAY WHATSOEVER, OR CONVERT OR ALTER AND CROWN
INVESTIGATION ESTABLISHES THAT STRUCTURE SHOWN ON THIS SITE PLAN, OR CHANGE
SPECIFIC BUILDING SITES ARE LOCATED THE ABOVE USE INDICATED ON THE PLAN WITHOUT C A STL E
IN ELL DRAINED SOILS AND THAT SUCH RECEIVING APPROVAL FROM THE CITY. WNVAS
SYSTEMS ARE NOT REQUIRED., G000 chPgﬁEAgESﬁESRwE‘
CANONSBURG, PA 15317
- - PHONE: (724) 416—2000
— /

—_

PREPARED BY:

= EXISTING SANITARY
o g,)qan]gY / SEWER LATERAL (TYF.) \ | EXISTING U'i’"lmy
ROPER’ 4 (SEENOTE 4, THIS SHEET) LS T}{O' POLE (TYF.}
LINE (TYP.} . . < L2 i )
/ EXISTING EDGE OF \SE.TQ ity ¥ EXISTING GROUP
PAVEMENT (TYP.)"— doe 5 PEDESTAL (TYP.) DELTA OAKS GROUP
. - e / 4904 PROFESSIONAL COURT, 2ND FLOOR
p 223 NN RALEIGH, NG 27609
/ — " 2 c, s __}/ PHONE: (918) 342--8247
=~ - N\
-~ ~E7
s 224' b . __.><
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/ N 2, __ 7 UTILITIES (TYP.)
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- ‘( /3
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~ "~

— / = ‘T_\\ \\ / 4
= PROPOSED 30" WIDE \\ o~
v g

: = OFFICE BUILDING (REFER —-2 EXISTING WATER SFRVICE LINE (TYP,
== = A, e X\ v TO SITE PLAN NR0S79 BY “% = (SEENOTE 4, THIS SHEET) e
= - EMENT -2 Ep DAVIS BENGIT & TESSIER, ——
- - ~ v pVy INC. DATED 9/16/2013)
EXISTING ¥ \Y d e
MOTEL 3 N Y
BUILDING —

o §
~ \2 ~PROPOSED 10' WIDE o
Q2/08/21
27 -~ UTILITY EASEMENT na JOSEPH V. BORRELLL JR., P.E.
—-—22q e - NEW HAMPSHIRE LICENSE NQ, 14342
~ = -~ DRAWN BY: NN
- EXISTING TREE CHECKED BY: BIW
e __LINE(IYP) -
P _..979 P APPV'D B
- ; 9u)535
P PROJECT NO 1905251
L SUBMITTALS
Ve - DATE DESCRIPTION REV ISSUED BY
/ N3 2T 24 FOR REVIEW ] BIW
04701520 FOR REVIEW 2 BJW
il L. THIS PLAN WAS PREPARED USING SURVEY ENTITLED "AS-BUILT SURVEY* BY GEOLINE SURVEYING INC,, AND CITY OF 23 FOR REVIEW 3 | mw
- NASHUA GIS. NEIGHBORING PARCEL LINES, STREET, AND OFF-SITE UTILITY LOCATIONS SHOULD BE CONSIDERED 5520 FINAL ZDs 3 | mw
180 APPROXIMATE. VT 120 FINAL ZDs 3 BIW
EXISTING ASPHALT WITHIN THE PROPOSED WIRELESS FACILITY WILL BE UNMANNED AND EXISTING PARKING AT THE SITE WILL ACCOMMODATE Wi AT = o
/ TOWER LEASE AREA TO BE THE PROPOSED WIRELESS USE. ARTICLE XXVIIL SECTION 190-198 OF THE CITY OF NASHUA LAND USE ORDINANCE, e T T aw
REMOVED AND REFLACED WITH ~<2 TABLE 19€-1 INDICATES THAT AN OFFICE USE WITH NO DRIVE THROUGH FACILITY REQUIRES A MINIMUM OF 1 S BN
GRAVEL COMPOUND SURFACE S~ PARKING SPACE FOR EVERY 1,000 SQUARE FEET OF GROSS FLOOR AREA. ACCORDING TO THE PROPERTY CARD FOR L2 Lo L.
(SEE DETAIL, SHEET C-5) THE SITE, THE BUILDING HAS THE FOLLOWING TOTALS: L] FINAL 7D 21 oW
- PR - EXISTING LIGHT POLE DOCUMENTS 13 PROPRIE T ARS ot Wepoas” O
e MONOPlg}.‘%P(g?E:DTg;:;gRF <) g 214 FIRST FLOOR: 6,500 SF REPRODUCTION OR CAUSING TO BE REPRODUCED
| i T e— SECOND FLOOR, 3RD FLOOR. & FOURTH FLOOR: 27,144 §F THE WHOLE OR ANY PART OF THESE DRAWINGS
PROF:E‘E’ SHEET C-3) TOTAL BUILDING FLOOR AREA: 33,544 SF WITHOUT THE PERMISSION OF THE DELTA OAKS
+° PROPOSED 49 x 51' FENCED PARKING SPACES REQUIRED = 33,644 SF/ 1,000 SF = 34 MINIMUM SPACES GROUP. PLLC IS PROHIBITED.
. COMPOUND WITHIN 4 : . xemlk PARKING SPACES PROVIDED = 112 + 2 ADA SPACES (114 TOTAL) SITE NAME:
49'x 51' LEASE AREA (SEE ~ EXISTING CURBED < ‘.,& oF \ e —
DETAIL, SHEET C-3, C-4, & C-5) ISLAND (TO BE 235 3. NONEW SIGNS ARE PROPOSED FOR ADVERTISING PURPOSES. PROPOSED SIGNAGE (SEE DETAIL, SHEET C-4) IS AS COSTCORELO
[ MODIFIED) . - !39"’ REQUIRED BY THE FCC.
& | \ N _ & 4. THE EXISTING OFFICE BUILDING IS SERVED BY MUNICIPAL SANITARY SEWER AND PENNICHUCK, WATER WORKS. THE SITE ADDRESS:
/ y Y & APPROX. LOCATIONS OF THE EXISTING SANITARY SEWER AND WATER SERVICE LATERALS ARE SHOWN BASED ON e
i RESTRIPE PARKING | e GQ;(P g{e SKTI%II;LSAN Nlé(g‘m. THE PROPOSED WIRELESS FACILITY IS UNMANNED AND DOES NOT REQUIRE SANITARY SEWER 71 SPIT BROOK ROAD
— R W, ERVICE. - B
’,” /_ SPACES (TYP. OF 6) Gty 130 ,%&\ 5. THE PROPOSED WIRELESS FACILITY DOES NOT REQUIRE ADA ACCESS IN CONFORMANCE WITH TITLE 111 OF THE NASHUA. NEW HAMPSHIRE 03066
L | ) A EXISTING LIGHT POLE <P AMERICAN WITH DISABILITIES ACT REGARDING DIMENSIONS AND GRADE AND NUMBER OF PARKING SPACES,
5 ARD . 7 : 6. SPECIAL EXCEPTION AND VAKIANCES FOR THE PROPOSED USE WERE GRANTED BY THE NASHUA ZONING BOARD OF SITE ID:
30 ~FlBac (6) \ / ADIUSTMENT AT ITS MEETING HELD ON NOVEMBER 10, 2010, o 1D:
'S 2L T g L ) 7. PERMITTING USES ARE OFFICE AND WIRELESS COMMUNICATIONS.
e %& e 8  THE WIRELESS FACILITY IS UNMANNED AND OPERATES 24 HOURS A DAY. 7 DAYS A WEEK, THE OFFICE BUILDING IS BU# 830168
EXISTING STONE & e o -, TLITY OPEN 24 HOURS A DAY, 7 DAYS A WEEK FOR USE BY ITS OCCUPANTS.
o, T WALL (TYP.) / - ---'-be..;* _,\ NS5 EXISTING RELOCATED 9. NO NEW LIGHTING PROPOSED.
Py \4@,, L SUBJEcr PROPRR o DUMPSTER (TYP) 10. NO NEW LANDSCAPING IS PROPOSED DUE TO LOCATION AND EXISTING VEGETATION. SHEET TITLE
WG \ / S41°3g5pny, 1 7TY LINg D Oy 11, THIS SITE PLAN IS AN AMENDMENT TO EXISTING SITE PLAN — NR0979 BY DAVIS, BENGIT & TESSIER, INC. DATED D ——
s osEDROLLAGD [ SO0 9/16/2013, SITE PLAN
; & | PROPOSED BOLLARD PROPOSED DUMPSTER y
TINE rpy o (TYR.oF ) 4 ENCLOSURE SITE PLAN =
%, . 1y 3/ (STOCKADE FENCE) B SHEET NUMBER
) EXISTING DRAINAGE EASEMENT (LOCATION SHOWN 7 2" X34 1" =25 E=s
Ly PER THE STREET DEDICATION PLAN BY DAVIS, / |

%@\ BENOIT & TESSIER, INC. DATED JANUARY 12, 1983) 2"5 125 0 2FS 50 7;5 100 C-12




1 T
EROSION AND SEDIMENT CONTROL LEGEND | . t | \\ \ PROPOSED 30' WIDE ACCESS, & UTILITY EASEMENT \\ y 4 / PREFARED FOR:
—F SF——- PROPOSED SILT FENCE I = L4 i \ AN PROPOSED 49 x 51' FENCED COMPOUND WITHIN A 49' ¢ 51' LEASE AREA T\_ s /
II 2 AN \\ \ (SEE DETALL, SHEET C-3, Cud, & C-5) L7 CROWN
2l = \ PROPOSED BOLLARD EXISTING ASPHALT WITHIN TOWER LEASE AREA /s
Lop LIMITS OF DISTURBANCE F - S ‘.?“ \ T h \ TO BE REMOVED AND REFLACED WITH GRAVEL Vs / L - CAST L E
j % a L \ COMPGUND SURFACE (SEE DETAIL, SHEET C-5) /E / CROWN CASTLE USA, INC.
o S /AR B AR 1) 22 4 SRS
1. SEE NOTES ON SHEETS GN-1 2 l né ‘.llm \ \\ | — Ve * Ea— Y 4 | / / PHONE: (724) 416—2000
2. NOCUT OR FILL SLOPE SHALL BE STEEPER THAT 2H: 1V % 1 [ N 1 AN \ - 1 EXISTING EDGE OF / / / /
‘ EIRRES \ AV 2 PAVEMENT (TYP) / / PREPARED BY:
3. CONTRACTOR TO ADHERE TO ALL NEW HAMPSHIRE la \
DEPARTMENT OF TRANSPORTATION REQUIREMENTS AND / / /
SPECIFICATIONS DURING CONSTRUCTION Ve / A
240.75 ; 7 / / /
~ Z v@k i s
~ 1 \ /f \ / ” CROUP
Y \ DELTA OAKS GROUP
o PROPOSED 175-FT ! /‘ﬂ;}? / ; / & S0 4904 PRo?f&%mnNgogggbgzmo FLOOR
* MONOPOLE (SEE / s, . o1 it
‘s- / ) P PHONE: (919) 342—8247
\ TOWER PROFILE, e y YA “
A SHEET C-3) \/ 3 // 5 A
~ a
e g / y / & 4
/ G ’l
| %
i 7 / /C , ’l > 3 ";z
______ TR { =Y EXISTING STONE 5 E
N WA
habib. :.' 2 \\Q‘
)(\ /Q I/’"”mnllm\\“\\
S
P
EXISTING WOODED AREA P Y/ \
v
/ 3 \
/ y
7, PROPOSED 10° WIDE
'l UTILITY EASEMENT J—
S 4 IOSEPH V. BORRELLL JR. PE.
7. - Sf_/HN G TREE NEW HAMPSHIRE LICENSE NO. 14342
LINE (TYP,) DRAWN BY NN
i ‘Sg}' CHECKED BY: BIw
APPVD: VB
QQ? . 190535 ]
qxcp PROJECT NO:
PROPOSED LIMIT OF DISTURBANCE O SUBMITTALS
(3,000 SF) df DATE DESCRIPTION REV | 1$SUED BY]|
Ve 4327:20 FOR REVIEW 1 BIW
T 243 — W12 FOR REVIEW 2 BIW
e \ 0423720 FOR REVIEW 3 BJW
05/05,20 FINAL ZDs 4 BIW
N 016230 FINAL ZDs 3 BIW
[ ] FINAL ZDs 4 BJw
124420 FINAL ZDs 7 BIwW
= — 12021730 FINAL ZDs L BJW
LEGEND
o m—— 020821 FINAL ZDs v BIW
EXTSTING CONTOUR (MINOR THE INFORMATION (CONTAINED IN THIS SET OF
)
\ DOCUMENTS [S PROPRIETARY BY NATURE.
EXISTING CONTOUR (MAJOR}) REPRODUC'TION QR (*AUSING TO BE REPRODUCED
— — PROPOSED SILT FENCE -——239——— PROPOSED CONTOUR (MINOR) 3?%1%‘3%%&”& ISSION O THE ey oAk
— (SEE DETAIL, SHEET C-4) GRGUP, PLLC IS PROHIBITED
N \ : y ———240———  PROPOSED CONTOUR (MAJOR) s
\ \ ——— —————— PROPERTY LINE/ROW SITE NAME:
N ';l EXISTING EASEMENT COSTCO RELO
- - o S
45 PROP(BISIEI!:) TRBI«; PROPOSED EASEMENT SITE ADDRESS:
(TYP. —_—_— PROPOSED LEASE AREA
i WATERBODY 71 SPIT BROOK ROAD
NASHRI : )
\ EXISTING : X BTG FENCE ASHUA, NEW HAMPSHIRE 0306¢)
LANDSCAPING (TYP.) ! X PROPOSED FENCE
2\ Fa oy | ronowaY Cavmn SITE ID:
EXISTING DRAINAGE EASEMENT . & i _ EXISTING EDGE OF PAVEMENT 1 0E B 6E
. X {LOCATION SHOWN PER THE STREET L 3 ﬁ v PROPOSED EDGE OF PAVEMENT
N . DEDICATION PLAN BY DAVIS, BENOIT & P V@‘ i ‘ oH
3 | on OVERHEAD UTILITY SHEET TITLE
Y . ‘a
\ 1\ e P GRADING & EROSION CONTROL
- ROPOSED SLOPE/DRAINAGE
GRADING & ESC PLAN j == PROPOSED DITCH HEAN
H" X1 =1
2'X34m 1" =5 ;- ®-——_ 24020  PROPOSED SPOT ELEV SHEET NUMBER
) rs / -_ -
= ! i t < S | ®— 24020  EXISTING SPOTELEV C.2
5 25 0 5 10 15 20 # 7 e




TALIGHTNING ROD
ELEV. = 1800" + AGL

¢ T/TOWER
ELEV. =175-0"+ AGL

¢ CL OF CARRIER 1 ANTENNAS
ELEV.=170-0" £ AGL

¢ CL OF CARRIER 2 ANTENNAS
ELEV.=158-0" + AGL

CL OF CARRIER 3 ANTENNAS
ELEV. = 146%0" + AGL

CL OF FUTURE ANTENNAS
ELEV. = 134'0" + AGL

NOTES:

1. TOWER/ANTENNA MOUNT DESIGN BY OTHERS. NO
WORK SHALL COMMENCE WITHOUT AN APPROVED
TOWER/ANTENNA MOUNT STRUCTURAL ANALYSIS
REPORT SIGNED AND SEALED BY A LICENSED
PROFESSIONAL ENGINEER UNDER SEPARATE COVER,

2. ALL PROPOSED CABLES SHALL BE ROUTED IN
ACCORDANCE WITH THE APPROVED STRUCTURAL
ANALYSIS.

3. THIS DRAWING IS A GRAPHICAL REPRESENTATION OF
THE TOWER, THE RF RAD CENTER OF THE PROPOSED
ANTENNAS AND PROPOSED MOUNTING PLATFORM/
SECTOR FRAME BASED ON INFORMATION PROVIDED
THROUGH CROWN CASTLE, AND/OR ANALYZED BY
OTHERS. DELTA OAKS CERTIFIES ONLY THAT
INFORMATION PROVIDED TO DELTA CAKS FOR THE
PREPARATION OF THESE PLAN AND IS NOT
CERTIFYING NOR WARRANTING THE DESIGN NOR
VERIFYING THE ANALYTICAL RESULTS OF THE
STRUCTURAL ANALYSIS PERFORMED BY QTHERS.

ROUTE PROPOSED CABLES INSIDE TOWER TO
ANTENNA (TYP.) PER STRUCTURAL ANALYSIS
(BY OTHERS)

CONNECT CABLES TO

TOWER ELEVATION

/

NTS

FUTURE LESSEE
ANTENNAS AND
MOUNTING FRAMES (TYP.)
(BY OTHERS)

PROPOSED MONOPOLE TOWER

/_ {DESIGN BY OTHERS)

FROPOSED CHAIN-LINK
SECURITY FENCE

/' (SEE DETAIL, SHEET C-4)
=

S

¢ BASFE OF TOWER
ELEV, =0'40"+ AGL

PROPOSED FOUNDATION
(DESIGN BY OTHERS)

PROPOSED BOLLARD
(TYP. OF 4)

Y , - =

{
u
¥
H

PROPOSED 39' WIDE
ACCESS, & UTILITY
EASEMENT

PROPOSED 49' X 51' FENCED COMPOUND WITHIN A
49" X 51' LEASE AREA (SEE DETAIL, SHEET C4 & C-5)

|
2' WIDE ICE BRIDGE (TYP.)

-

_____AI._______

SUBJECT PROPERTY LINE

PATL/AREA

\_ PROPOSED 12 WIDE
DOUBLE SWING GATE

(SEE DETAIL, SHEET C-4)

PROFOSED MULTI-METER
H-FRAME UTILITY RACK

PROPOSED 175-FT MONOPOLE (SEE,
TOWER PROFILE, THIS SHEET)

PROPOSED 20' x 20' TOWER

| FOUNDATION (DESIGN BY OTHERS)
|

VERIZON 12' X 20
LEASE AREA

SHEET C-5)

PAVEMENT (TYP.)

COMPOUND LAYQUT
X177 r=1
27X 1T =5

EXISTING ASPHALT
WITHIN TOWER LEASE
AREA TO BE REMOVED
AND REPLACED WITH
GRAVEL COMPOUND
SURFACE (SEE DETAIL,

PROPOSED 10 WIDE

APPROX. EDGE OF

5 10 15

L
e
Lh
[

PREPARED FOR:

CROWN
«r CASTLE

CROWN CASTLE USA, INC.
2000 CORPORATE DRIVE
CANONSBURG, PA 15317
PHONE: {724} 416—2000

PREPARED BY:

DELTA QAKS GROUP
4904 PROFESSIONAL COURT, 2ND FLOOR
RALEIGH, NC 275082
PHONE: (919) 3428247

02/08/21
JOSEPH V. BORRELLL JR.. P.E,
NEW HAMPSHIRE LICENSE NO. 14342
DRAWN BY- NN
CHECKED BY: BIW
APPV'D: JvB
PROJECT NO: i)
SUBMITTALS
DATE DESCRIPTION  |REV[ISSUED BY,
32T FOR REVIEW 1 BIW
120 FOR REVIEW 1 BIW
20 FOR REVIEW 3 BIW
0505220 FINAL ZDs 4 BIw
0771620 FINAL ZDs 5 BIW
09716/2u FINAL ZDs & BIW
LA FINAL ZDs 7 RIW
1221520 FINAL ZDs [l BIW
V1021 FINAL ZDs 9 BIW

THE INFORMATION CONTAINED [N THIS SET OF
DOCUMENTS IS PROPRIETARY BY NATURE
REPRODUCTION OR 'AUSING ‘TO BE REPRODUCED
THE WHOLE OR ANY PART OF THESE DRAWINGS
WITHOUT CHE PERMISSION OF THE DELTA QAKS
GROUP. PLLC i§ PROHIBITED
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TOWER PROFILE AND
COMPOUND LAYOUT
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C3




COMPOUND FENCE

12' WIDE DOUBLE

8 TYPICAL SPACING

@ 378" DIAGONAL BRACE ROD WITH GALVANIZED STEEL TURNRUCKLE OR

DIAGONAL THREADED ROD

@ ¢ GAUGE ALUNMINUM TIE WIRE. PROVIDE HOG RING FABRIC TIES SPACED 12"
O.C. FOR POSTS AND GATES AND 24" 0.0, FOR RAILS AND WIRE.

@ MAINTAIN A [" MAXIMUM CLEARANCE FROM FINISHED GRADE
@ PROVIDE CROWNED/PITCHED FINISH FOR FENCE POST PIER FOUNDATIONS
@ COMPOUND SECTION AND MATERIALS (SEE DETAIL, SHEET C-5)

CONCRETE PIER FOUNDATION: TO ACHIEVE A MINIMUM STRENGTH OF 3000 PSI

@ AT 28 DAYS. CONCRETE DEPTH TO BE AS SPECIFIED HEREIN, AS SPECIFIED BY
MANUFACTURER, OR A MINIMUM OF 6" BELOW FROST LINE: WHICHEVER [§

GREATER
@ LINE POST CONCRETE PIER FOUNDATION

CORNER -GATE POST CONCRETE PIER FOUNDATION

COMMERCIAL GRADE DROP ROD AND CENTERSTOP (HOOVER FENCE OR

3 EQUIV}

EVENT OF DISCREPANCIES. MANUFACTURER'S RECOMMENDATIONS OR APPLICABLE CODE SHALL
GOVERN. WHICHEVER 15 MORE STRINGENT.

2 ALL FENCING TO) BE INSTALLED PER ASTM F-367. ALL SWING GATES TO BE INSTALLED PER ASTM F-900

3. BARBED WIRE PERMIT REQUIRED SHALL BE COMPLETED [F LOCAL ORDINANCE REQUIRES.

4. POST & GATE PIPE SIZES ARE INDUSTRY STANDARDS. ALL PIPE TO BE GALVANIZED (HOT DIP, ASTM A120
GRADE "A” $TEEL). ALL GATE FRAMES SHALL BE WELDED. ALL WELDINGS SHALL BE COATED WITH (3)
COATS OF GOLD GALV, (OR EQUAL). ALL OPEN POSTS SHALL [TAVE END-CAPS.

5. ALL SIGNS MUST BE MOUNTED ON INSIDE OF FENCE FABRIC USING GALVANIZED HOG-RING WIRE.

6. ALL SIGNS AND SIGN PLACEMENT SHALL ADHERE TO THE REQUIREMENTS OF OSHA (910,145 AND 1910200
AND ALL APPLICABLE FCC CODES

7. DROP ROD AND CENTERSTOP REQUIRED FOR GATE. GENERAL CONTRACTOR RESPONSIBLE FOR GATE
LOCK.

PREPARED FOR:

2000 CORFORATE DRIVE
CANONSBURG., PA 15317
PHONE: (724) 416—2000

CROWN
« CASTLE

CROWN CASTLE USA, INC.

—
SWING ACCESS GATE 10" MAX SPACING
PREPARED BY:
, , . ] - , . , . , I . , wloid? ‘
A\, r | . i N . . - . \ i I
- VDR Y| . A e . o - . -
. . = L [ it L i P . “_,. e — — “_Lt_ L GROUP
1 F e DELTA OAKS GROUP
) B )z “\ 4904 PROFESSIONAL COURT, ZND FLOOR
/ \ RALEIGH, NC 27609
/ § ] PHONE: {919) 342-8247
- ' f !
P M ) ] 10
= it s ’ : e g - I 7 Sfe= X
T e N JZ | &
i 3 s . L — e LS
| | 3 2z
- B Ly i
] & [4 . i
—r- {1t 1), L a8 Ol — = A = j
I I,__ A 1 ol | — | =
I i
[ i '
1 F It
] 1
. 36" ki i
‘} | 42" 42" | ! 42"
L I__J —
! 6" (TYF} ‘
S i U e b 1843
I | L
02/08/21
L_ vl JOSEPH V. BORRELLL JR.. PE,
10" 10" 12 NEW HAMPSHIRE LICENSE NO. 14342
14' DRAWN BY: NN
CHECKED BY: BJW
APPV'D: VB
GA-TE SIGNS GATE KEEPER PROIECT NO: 1963351
KEYNOTES: - T £ SUBMITTALS
OF STRANDS OF DOUBLE (2 ] GAUGE TWISTED STRAND WIRE, WITH 4 POINT 14 PROPOSED STYMIE LOCK e CASTLE DATE DESCRIPTION | REV]1SSUED BY,
GAUGE BARBS SPACED 5" DL.C. OR APFROVED EQUAL — AUTION T FORREVIEW | 1 | BIw
TR 877-486-9377 - U
2-1/2" NOMINAL GALVANIZED STEEL, SCHEDULE 40 INTERMEDIARY LINE mmmme= gnn geg o011 046120 FOR REVIEW : BIW
(2) POSTS (PER ASTM-F1083). LINE POSTS SHALL BE EQUALLY SPACED AT e T ((-)) 04z FOR REVIEW 5 | Bw
MAXIMUNL 10 0.0 PR Sae 830168 A N Sw) T T
3" 0.0 GALVANIZED STEEL SCHEDULE 40 CORNER AND GATE PUSTS (PER BTRASBES. SRR o — - — (RS FINAL ZDs s Bw
(3) ASTM-F1083). IF GATE LEAF WIDTH GREATER THAN OR EQUAL TO 16-FT OR [F e oz — ST FINAL ZDs v |_Biw
FENCE FABRIC' EXTENDED OVER 6-FT AND GATE LEAF WIDTH OVER 6-FT, GATE — _ v FINAL ZD T aw
POST SHALL BE 1" 0.0. GALVANIZED STEEL SCHEDULE 40 (PER ASTM-F 1083). S B M ol T T
@ 1-5/8" Q.D. SCHEDULE 40 ROUND TOPBRACE RAIL (PER ASTM-F1083) RESEA% & NoTicE & 2 01821 FINAL ZDs v BIW
. . . . IRESPASSING! ! THE INFORMATION CONTAINED IN THIS SET OF
STRETCHER BAR TO EXTEND FULL HEIWGHT OF FENCE FABRIC; NOT LESS THAN PLEASE 2 e :
" X 3" CROSS SECTION: PLACE ON ALL GATES AND POSTS ENRTYORLY | ——— KEEP | REPRODUCTION OR CAUSING 10 8% REPRODUCED
(8) 9 GAUGE 2" x 2" FENCE FABRIC (TO CONFORM T() ASTM-A392) S —— GATE — I WITHOUT THE PERMISSION f THE DhLEa OARS
(7) GATE FRAME BRACE ad Tg‘?vggfm%m CLOSED & GROUP, PLLC IS PROHIBITED.
ANTENNAS S, : | s :
STYMIE LOCK OR OTHER APPROVED MULTI-TENANT LOCKING DEVICE MAYBE (VNS WRITTE) SITE NAME:
(8) 1-5/8" DIAMETER POST BRACE ¢AS REQUIRED) NOTES; i) 15 17 ALUNENGH 107 o COSTCO RELO
. e o i 1. PENCE DESIGN AND INSTALLATION NOTES ARE INDUSTRY STANDARDS AND/OR MINIMUM REQUIRENENTS 18%2 247 ALUMINUM
GATE SIGNS {SEE DETAIL, THIS SHEET) AND ARE FOR GENERAL GUIDANCE ONLY. REFER TO MANUFACTURER'S RECOAIMENDATIONS OF THE SITE ADDRESS:
SPECIFIED PRODUCT AND APPLICABLE GOVERNING CODES FOR FULL INSTALLATION DETAILS. IN THE 211 ADDRDSS:

71 SPIT BROOK ROAD
NASHUA. NEW HAMPSHIRE 03060

SITE ID:
BU# 830168

SHEET TITLE
CIVIL DETAILS

SHEET NUMBER
C-4




ICE BRIDGE

I'REPARED FOR:

TOWER COMPOUND SECTION MODIFY HFIGHT AS NECESSARY CROWN
TO MEET SITE REQUIREMENTS ENDCAP
{DO NOT EXCEED %T;ERHGHT A CASTLE
MANUFACTURER'S
CRDWN CASTLE USA, INC.
RECOMMENDATIONS; IF OVER 3.5'0 0.D. STD SCHEDULE 40 STEEL PIPE 2000 CORPORATE DRIVE
L1-FT, (8" 0.C. MAX )(TYP) CANONSBURG, PA 15317
CONSULT ENGmEER) - : PHONE: (724) 416—2000
REMAINDER OF FENCE WAVEGUIDE WB-LB24-3
1/2"@ GALV BRIDGE SUPPORT :
NOT SHOWN FOR CLARITY PREPARED BY:
o U-BOLT (TYP) (OR APPROVED EQUIV.)
‘
12 GA. GRIP STRUT 24" WIDE
X 10 LONG
: 3r 5/8"@ THREADED ROD DELTA OAKS GROUP
4 OZ WEED BARRIER FABRIC iGhéTEgiTE (Ncg%s;%g W/NUTS AND OVERSIZED 4904 PROFESSIONAL COURT, 2ND FLOGR
(DEWITT WEED-BARRIER. FINISHED GRADE WASHERS (TYR,) RALEIGH, NC 27609
PRO 20-YR OR EQUIV) (SEE SITE PLAN) : FHONE: (91 9) 342—8247
6" MIN OF 3/4” CRUSHED 2'x2" HD. G. UNISTRUT @
AGGREGATE WITH FINES 30"0.C. MAX.
HYBRID CABLES W/ SNAP-IN
SLOFE TO OPE TO DRAIN PER SITE REQUIREMENTS HANGER (TYP
EXISTING Grounp s ] L SLOPE TO DRADY AND MANUFACTURER'S )
******* — , —— EXISTING ASPHALT SPECIFICATIONS s,
L PARKING LOT (8-6" MAX) %,
j ________ RE
2 - 5
’%’, Soens? g::
EXOTHERMIC WELD (TYP) ”ﬂ""n“\\\‘\
3/4" PVC FLEX
CONDUIT SLEEVE
UNDISTURBED
NATIVE SOIL
02/08/21
TO GROUND RING JOSEPH V. BORRELLL, JR., P.E.
(TYF) NEW HAMPSHIRE LICENSE NO. 14342
3000 PSI CONCRETE DRAWN BY: e
_-_______-POST FOQTING (TYF)} CHECKED BY, BIW
(SEE POST DETAIL, THIS SHEET} D o
PROJECT NO: 19-08351
SUBMITTALS
DATE DESCRIPTION REV |ISSUED BY
0372720 FOR REVIEW L BIw
40L20 FOR REVIEW 2 BIW
TEMPORARY SILT FENCE s [ o T e
CONSTRUCTION SE QUENCE 050520 FINAL ZDs 4 B
D7/16/20 FINAL ZDs 5 BIW
(/1620 FINAL ZDs [ BIW
o _ STEEL POST Llesap FINAL ZDs 7 BIW
i CONSTRUCHON SEQUENCE 1221120 FINAL ZDs 3 BIW
PROJECT STAKEHOLDERS TO CONDUCT PRE-CONSTRUCTION MEETINGS AS REQUIRED BY THE GOVERNING 2Rl FINAL 7Ds v | AEIw
WOVEN WIRE FABRIC AUTHORITY THE INFOGRMATION CONTAINED IN THIS SET OF
T ! REPRODUCTION OR CAUSING. 10 B8 SroCED
- 2 INSTALL SILT FENCE (AS SHOWN ON THE PLANS AND DOWNSTREAM OF ALL EXCAVATED AREAS), CONSTRUCTION THE WHOLE OR ANY PART O THESE DR
N (R T SILT FENCE FABRIC ENTRANCE, AND/OR SOIL STOCKPILING AREAS PRIOR TO THE COMMENCEMENT OF GRADING WITHOUT THE PERMISSION OF THE DEL A OARS
\:blNST ALLED TO SECOND| MIN. 12 /2 GAUGE ~ GROUP. PLLC I§ PROHIBITED.
MIN. 160 GAUGE WIRE FROM TOP : 3 (MIN) | FILL SLOPE 3. CLEAR AND GRUB REMAINING AREAS AND PROCEED WITH ROUGH GRADING, INSTALL ADDITIONAL EROSION SITE NAME:
LINE WIRES | YRER ] INTERMEDIATE 26" vl CONTROL MEASURES AFTER GRADING BEGINS AS REQUIRED 215 NAME
[ - [ % WIRES i COSTCO RELO
| s 1 4. INSTALL ON-SITE UTILITIES AND TEMPORARY STABILIZATION AS SHOWN ON PLANS S
GRADE .
L \ﬁ\l\_:—,f/ GRADE iy 5. CONSTRUCT TOWER FOUNDATION AND COMMUNICATION FACILITIES AS APPLICABLE wﬁ
“™.__6" MINIMUM COVER 37
OVER SKIRT 6.  FINISH GRADE PROPOSED TOWER COMPOUND 71 SPIT BROOK ROAQ
P (M]N) NASHUA, NEW HAMPSHIRE 03060
ANCHOR SKIRT TO EXTEND 7. STABILIZE GRAVEL AND PAVED AREAS PER PLANS, TOPSOIL AND PERMANENTLY SEED DENUDED CUT/EILL
FRONT VIEW {MIN) LATERALLY SLOPES AND INSTALL EROSION CONTROL MATTING, SPECIFIED ON PLANS (PERMANENT COVER SHOULD BR
(PERPENDICULAR) FROM INSTALLED WITHIN 7-DAYS AFTER FINISHED GRADES HAVE BEEN ESTABLISHED) SITE ID:
FENCE LINE
8. MAINTAIN PERIMETER SILT FENCE AND OTHER PERIMETER SOIL EROSION CONTROL MEASURES AS APPLICABLE BU# 830168
SIDE VIEW UNTIL PERMANENT GROUND COVER IS ESTABLISHED

NOTE:

USE SILT FENCE ONLY WHEN DRAINAGE

AREA DOES NOT EXCEED 14 ACRE AND

NEVER IN AREAS OF CONCENTRATED FLOW,

REMOVE ANY EROSION CONTROL MEASURES FROM AREAS THAT HAVE BEEN PERMANENTLY STABILIZED AND
STABILIZE AREAS OF THE DEVICE(S) REMOVAL

FOR ANY DENUDED AREA TQ BE CONSIDERED PERMANENTLY STABILIZED, THE DENUDED AREA SHOULD BE
UNIFORMLY COVERED IN PERENNIAL VEGETATION WITH A DENSITY OF 85% OR GREATER, OR COVERED IN OTHER
NON-VEGETATIVE MATERIAL WITH A DENSITY SUFFICIENT TO RESIST ACCELERATED EROSION

SHEET TITLE
CIVIL DETAILS

SHEET NUMBER
C-5




GENERAL NOTES

GENERAL NOTES (CONT.)

GRADING (CONT,)

CONSTRUCTION REQUIREMENTS

10,

11.

12

13.

THE SCOPE OF WORK DEPICTED IN THIS PLANSET MUST BE COMPLETED
UNLESS NOTED OTHERWISE. THE CONTRACTOR MUST HAVE
SUBSTANTIAL EXPERIENCE IN PERFORMANCE OF WORK SIMILAR TQ
THAT DESCRIBED HEREIN. BY ACCEPTANCE OF THIS PROJECT, THE
CONTRACTOR IS CONFIRMING THAT HE DOES HAVE SUFFICIENT
EXFERIENCE AND ABILITY TO COMPLETE THE WORK, THAT HE IS
KNOWLEDGEABLE OF THE SCOPE OF WORK T BE FERFORMED AND
THAT HE IS LICENSED AND PROPERLY REGISTERED TOC DO THIS WORK IN
THE STATE AND/OR COUNTY TN WHICH IT IS TO BE PERFORMED.

ALL WORK SHALL BE COMFLETED IN ACCORDANCE WITH THE LATEST
VERSION OF THE LOCAL AND NATIONAL BUILDING CODE, WHICHEVER
I5 MORE STRINGENT.

SHOP DRAWINGS AND/QR MANUFACTURER'S SPECIFICATIONS AND
INSTALLATION INSTRUCTIONS REGARDING ANY HARDWARE,
INFRASTRUCTURE, OR MATERIALS SPECIFIED HEREIN SHALL BE
FOLLOWED EXACTLY AND SHALL SUPERCEDE ANY CONFLICTING
INFORMATION CONTAINED HEREIN.

THE CONTRACTOR IS RESPONSIBLE FOR OBTAINING ALL REQUIRED
PERMITS NOT PROVIDED BY OWNER. ALL CONSTRUCTION SHALL BE I
ACCORDANCE WITH PERMITS AS ISSUED AND ANY AND ALL
APFLICABLE STATE, COUNTY, AND LOCAL CODES.

THE CONTRACTOR SHALL VERIFY ALL EXISTING TOPOGRAPHY,
DIMENSIONS, ELEVATIONS, AND EXISTING CONDITIONS ARE AS
INDICATED ON THESE DRAWINGS. ADDITIONALLY, THE CONTRACTOR
SHALL ESTABLISH THE LOCATION OF UNDERGROUND AND OVERHEAD
UTILITIES AND SERVICES, ANY DISCREPANCIES SHALL BE BROUGHT TO
THE ATTENTION OF THE OWNER AND OWNER'S ENGINEER FOR
RESOLUTION AND/OR MODIFICATION PRIOR TO COMMENCEMENT OF
THE WORK,

EXISTING IMPROVEMENTS DAMAGED OR DESTROYED AS A RESULT OF
CONSTRUCTION OPERATIONS SHALL BE REPLACED OR RESTORED TO
THEIR ORIGINAL CONDITION OR BETTER, AND TC THE SATISFACTION OF
THE OWNER OF THE IMPROVEMENTS

THE CONTRACTOR SHALL OBTAIN AND PAY FOR ALL INSPECTIONS,
CERTIFICATIONS, AND/OR ANY OTHER REQUIREMENTS WHICH MUST BE
MET TO FULFILL THE SCOPE OF WORK AS REFRESENTED IN THIS PLAN
SET, OBTAIN A CERTIFICATE CF OCCUPANCY, OR CTHERWISE ALLOW
FOR THE FULL INTENDED USE OF THE FROPOSED FACILITY

THESE PLANS/ DRAWINGS DO NOT INDICATE THE METHOD OF
CONSTRUCTION. THE CONTRACTOR IS SOLELY RESPONSIBLE FOR AL
CONSTRUCTION MEANS, METHODS, TECHNIQUES, SEQUENCES, AND
PROCEDURES, OBSERVATION VISITS TO THE SITE BY THE OWNER
AND/OR ENGINEER SHALL NQT INCLUDE INSPECTION OF THE
CONSTRUCTION PROCEDURES AND DOES NOT ALLEVIATE
CONTRACTOR FROM THE FOREGOING. ENGINEER AND//OR OWNER
DISCLAIM ANY ROLE IN THE CONSTRUCTION MEANS AND/OR
METHODS ASSOCIATED WITH THE PROJECT AS SET FORTH IN THESE
PLANS,

IT IS THE CONTRACTOR'S SOLE RESPONSIBILITY TO DETERMINE AND
IMPLEMENT BOTH THE ERECTION PROCEDURE AND SEQUENCE TO
ENSURE THE SAFETY OF THE STRUCTURE, ALL SURROUNDING
INFRASTRUCTURE, WORKSPACE, EMPLOYEES, AND PUBLIC DURING
ERECTION AND/OR MODIFICATIONS. THIS INCLUDES BUT IS NOT
LIMITED TO TEMPORARY BRACING, GUYS, TIE DOWNS, OR OTHER
SUPPORTS THAT MAY BE NECESSARY DURING CONSTRUCTION.

ALL MATERIALS AND BQUIPMENT FURNISHED SHALL BE NEW AND OF
GOOD QUALITY, FREE FROM DEFECTS AND IN CONFORMANCE WITH
THE CONTRACT DOCUMENTS. ANY AND ALL SUBSTITUTION MUST BE
FROPERLY APFROVED AND AUTHORIZED IN WRITING BY THE OWNER
AND ENGINEER PRIOR TO INSTALLATION.

IF DEVIATIONS FROM THE DRAWINGS OR SPECIFICATIONS ARE DEEMED
NECESSARY BY THE CONTRACTOR, DETAILS OF SUCH DEVIATION AND
REASONS THEREOF SHALL BE SUBMITTED TO THE OWNER AND
ENGINEER FOR REVIEW. NO DEVIATIONS FROM THE CONTRACT
DOCUMENTS SHALL BE MADE WITHOUT THE EXPRESS WRITTEN
PERMISSION OF THE OWNER AND/OR ENGINEER

THE CONTRACTOR MUST, AT ALL TIMES, KEEP THE PREMISES FREE FROM
ACCUMULATIONS OF WASTE MATERIALS OR RUBBISH CAUSED BY HIM,
HIS EMPLOYEFES, OR HIS WORK. ALL DEBRIS SHALL BE REMOVED FROM
THE PROJECT SITE ON A DAILY BASIS

CONTRACTOR AGREES THAT IN ACCORDANCE WITH GENERALLY
ACCEPTED CONSTRUCTION PRACTICES, CONTRACTOR WILL BE
REQUIRED TO ASSUME SOLE AND COMPLETE RESPONSIBILITY FOR JOB
SITE CONDITIONS DURING THE COURSE OF CONSTRUCTION OF THE
PROJECT, INCLUDING SAFETY OF ALL PERSONS (INCLUDING THE
GENERAL PUBLIC) AND PROPERTY {INCLUDING ADJOINING
PROPERTIES). THIS REQUIREMENT SHALL BE MADE TO APPLY
CONTINUQUSLY AND NOT BE LIMITED TO NORMAL WORKING HOURS,
CONTRACTOR FURTHER AGREES TO DEFEND, INDEMNIFY, AND HOLD
THE QWNER AND DESIGN PROFESSIONAL HARMLESS OF ANY AND ALL
LIABILITY REAL OR ALLEGED IN CONNECTION WITH THE
PERFORMANCE OF THE WORK ON THIS PROJECT, EXCEPTING LIABILITY
ARISING FROM THE SOLE NEGLIGENCE OF THE OWNER OR DESIGN
PROFESSIONAL.

13.

14.

THE CONTRACTOR IS RESPONSIBLE FOR ENSURING THAT ALL WORK
ASBOCIATED WITH THIS PROJECT COMPLIES WITH ALL APPLICABLE
LOCAL, STATE AND FEDERAL SAFETY CODES AND OTHER REGULATIONS
GOVERNING THE WORK.

ACCESS TQ THE PROPOSED SITE MAY BE RESTRICTED. THE CONTRACTOR
SHALL COORDINATE WITH THE OWNER OR THE OWNER'S
REPRESENTATIVE REGARDING ALL CONSTRUCTION ACTIVITY,
INCLUDING WORK SCHEDULE AN MATERIAL ACCESS,

EXISTING INFRASTRUCTURE

EXISTING TOPOGRAPHIC, UTILITY, P AND BOUNDARY
INFORMATION IS TAKEN FROM A DRAWING ENTITLED “COTCO/JLEE"
AS-BUILT SURVEY BY GEOLINE SURVEYING, INC. OF 13430 NW 10TH
TERRACE, SUITE A, ALACHUA, FL 32615; {386} 418-0500.

THE CONTRACTOR SHALL VERIFY THE LOCATION AND ELEVATION OF
ALL UNDERGROUND UTILITIES IN THE AREA OF ANY PROPOSED
CONSTRUCTION OR PROPOSED DISTURBANCE DUE TO CONSTRUCTION,
THE LOCATION OF ALL EXISTING UTILITIES ARE NOT NECESSARILY
SHOWN ON THE PLANS AND WHERE SHOWN ARE ONLY APPROXIMATE,
THE CONTRACTOR SHALL ON HIS INTTIATIVE AND AT NO EXTRA COSTS
LOCATE ALL UNDERGROUND LINES AND STRUCTURES AS NECESSARY.
NO CLAIMS FOR DAMAGES OR EXTRA COMPENSATION SHALL ACCRUE TO
THE CONTRACTOR FROM THE PRESENCE OF SUCH PIPE, OTHER
OBSTRUCTIONS OR FROM ANY DELAY DUE TO REMOVAL OR
REARRANGEMENT OF THE SAME, THE CONTRACTOR SHALL BE
RESPONSIELE FOR ANY DAMAGE TO UNDERGROUND STRUCTURES AND IS
RESPONSIBLE FOR CONTACTING ALL NON-SUBSCRIBING UTILITIES.
CONTACT ENGINEER IMMEDIATELY IF LOCATION OR ELEVATION IS
DIFFERENT FROM THAT SHOWN ON THE PLANS OR IF THERE APPEARS TO
BE A CONFLICT BETWEEN EXISTING ANT} PROPOSED UTILITY LOCATEKINS.

THE CONTRACTOR SHALL REWORK ALY MATERIALS NOT SUITABLE FOR
USE IN THEIR, PRESENT STATE DUE TO MOISTURE CONTENT VARIATION,
IF THE MATERIAL REMAINS UNSUTTABLE AFTER INITIAL REWORKING,
THE CONTRACTOR SHALL REMOVE AND REPLACE WITH NEW
MATERIAL IN ACCORDANCE WITH THE GEOTECHNICAL REPORT
RECOMMENDATIONS,

IN THE ABSENCE OF A GEOTECHNICAL REPORT A GEOTECHNICAL
ENGINEER SHOULD BE RETAINED TO PROVIDE SITE SPECTFIC
RECOMMENDATIONS/OVERSIGHT.

DELTA OAKS GROUP MAKES NO CLAIMS TO THE SUITABILITY OF ANY
ON-SITE MATERIALS FOR USE AS FILL TO SUPFORT ANY PROFOSED
INFRASTRUCTURE.

SPOT ELEVATIONS REPRESENT FINISHED GRADE UNLESS OTHERWISE
NOTED.

ALL TEMPORARY AND FINISHED GRADES MUST MAINTAIN ADEQAUTE
SURFACE DRAINAGE 50 THAT RUN-OFF IS DIRECTED TO DEDICATED
OFF-SITE AREAS OR TO ON-SITE COLLECTION POINTS SUCH AS SWALES,
CATCH BASINS, DROP INLETS, CULVERTS, STORMWATER BMP'S, ETC, TO
PREVENT SURFACE PONDING, STANDING WATER, OR EXTENDED
PERIODS OF SOIL SATURATION.

EROSION AND SEDIMENT CONTROL

UTILITIES

CONTRACTOR SHALL COORDINATE WITH THE OWNER REGARDING THE
REQUIREMENTS AND LIMITS OF CLEARANCE FOR OVERHEAD AND/OR
UNDERGROUND ELECTRICAL SERVICE

ALL UNDERGROUND UTILITIES SHALL BE INSTALLED AND TESTED
SATISFACTORILY PRIOR TO COMMENCING ANY PAVING ACTIVITY
WHERE SUCH UTILITIES ARE WITHIN THE LIMITS OF PAYEMENT

UNLESS OTHERWISE SPECIFIED HEREIN, MINIMUM COVER FOR
CONDUTTS SHALL BE 36-INCHES

GRADING

41
42

43.

4.4

CONTRACTOR I5 TQ CONTACT DIG SAFE SYSTEM, INC AT 1-888-344-7233
FOR UNDERGROUND UTILITY LOCATION 48 HOURS PRIOR TO ANY
GROUND DISTURBANCE.

ALL CONSTRUCTION AREAS ARE TO BE CLEARED, GRUBBED AND
STRIPPED OF TOPSOIL, ORGANICS AND UNSUITABLE MATERIALS PRIOR
TO GRADING AND IN ACCORDANCE WITH THE RECOMMENDATIONS
SET FORTH IN THE GEOTECHNICAL REPORT.

EXCAVATIONS SHOULD BE SLOPED OR SHORED IN ACCORDANCE AND
COMPLIANCE WITH OSHA 29 CFR PART 1926, EXCAVATION TRENCH
SAFETY STANDARDS AS WELL AS LOCAL, STATE AND FEDERAL
REGULATIONS,

ALL FILL PLACEMENT INCLUDING SUITABILITY OF FILL MATERIALS AND
COMPACTION OF MATERIALS SHOULD BE CONDUCTED IN
ACCORDANCE WITH THE RECOMMEND ATONS SET FORTH IN THE
GEOTECHNICAL REPORT. IN THE ABSENCE OF FILL SPECIFICATIONS, THE
FOLLOWING MINIMUM REQUIREMENTS SHOULD BE ADHERED TO:

FILL LIFT THICKNESS SHOULD NOT EXCEED 8 INCHES LOGSE.

FILL MATERIALS SHOULD NOT BE PLACED ON SATURATED OR
FROZEN SURFACES

FILL MATERIALS SHALL BE FREE OF FROZEN PARTICLES, BRUSH,
ROQTS, SOD, OR OTHER OJECTIONABLE MATERIALS THAT WOULD
PREVENT THE CONSTRUCTICN AN D/OR COMPACTION OF
SATISFACTORY FILLS. THIS INCLUDES SOFT, MUCKY, OR HIGHLY
COMPRESSIBLE MATERIALS

ALL FILLS SHOULD BE COMPACTED AS REQUIRED TO REDUCE
EROSION, SLIPPAGE, SETTLEMENT, SUBSIDENCE, OR OTHER
RELATED PROBLEMS. ALL FILL AREAS WITHIN BUILDINGS OR OTHER
STRUCTURES, TRAVEL/ ACCESS ROUTES, PARKING AREAS AND
EXTENDING 5-FT (MINIMUM) QOUTSIDE OF THOSE AREAS' FOOTFRINT,
SHOULD BE COMPACTED TO +/- 95% OF MAXIMUM DRY DENSITY OF
THE MATEIRAL AS OBATINED BY THE STANDARD PROCTOR
METHOD.

*DELTA QAKS GROUP MAKES NO CLAIM TO THE VALIDITY OOF THESE
RECOMMENDATIONS TO THE SITE'S SPECIFIC GEOT. ECHNICAL
CONDITIONS AND S5TRONGLY RECOMMENDS A SIT] E-SPECIFIC
GEOTECHNICAL INVESTIGATION BE PERFORMED. ANY AND ALL
FILL, RECOMMENDATIONS PRESENTED IN SLUCH A REPORTWILL TAKE
PRECEDENCE OVER THE INFORMATION PRESENTED HEREIN.

10.

THE PROJECT AREA IS APPROXIMATELY 3,000 SQUARE FEET.
THE RECEIVING WATERCOURSE IS AN UNNAMED MERRIMACK RIVER

LEASE AREA IS NOT LOCATED WITHIN A SPECIAL FLOOD HAZARD
ZONE. A PORTION OF THE PROPOSED ACCESS ROAD IS LOCATED IN
FEMA SPECIAL FLOOD HAZARD AREA (ZONE AF) PER FIRM #33011C0654D
WITH EFFECTIVE DATE SEPTEMBER 25, 2009

CUT AND FILL SLOPES SHOULD BE STABILIZED WITHIN 7 DAYS DURING
ANY PHASE OF GRADING

STREETS ADJACENT TO THE FROJECT SHALL BE KEPT CLEAN AT ALL
TIMES FROM SEDIMENT OR QTHER CONSTRUCTION GENERATED
MATERIAL OR A WASH STATION WILL BE REQUIRED

THE CONTRACTOR SHALL COMPLY WITH ALL GOVERNING
REGULATIONS REGARDING EROSION AND SEDIMENT CONTROL FOR,
THE AGENCY HAVING JURISDICTION OVER CLEARING AND GRADING
PROCEDURES, UTILIZE BEST MANAGEMENT PRACTICES (BMPS)
DESCRIBED IN THE GOVERNING AGENCY'S OR AFPLICABLE STATE'S
CODE IN ORDER TO BOTH FREVENT/MINIMIZE CONCENTRATED FLOWS
THROUGH OR ACROSS UNSTABILIZED/ DENUDED AREAS AND
PREVENT/MINIMIZE SEDIMENT LADEN STORMWATER RUNOFF FROM
LEAVING THE CONSTRUCTION SITE. SPECIFK. BMP EXAMPLES INCLUDE
SILT FENCE, CONSTRUCTION ENTRANCE(S), PERIMETER DIVERSION
SWALES, INLET PROTECTION, AND OTHER APPLICABLE MEASURES,

CONTRACTOR AND/OR OWNER SHALL BE RESPONSIELE FORTHE
IMPLEMENTATION AND MAINTENANCE OF ALL EROSION AND

10.

11,

12.

13,

14,

UPON ISSUANCE OF BID AWARD, CONTRACTOR WILL BE REQUIRED TO
FROVIDE PROOF OF LICENSE TO PERFORM WORK IN APPLICABLE
JURISDICTION

CONTRACTOR WILL FROVIDE A CONSTRUCTION SCHEDULE PRIOR TO
COMMENCEMENT OF CONSTRUCTION, SCHEDULE SHALL BE UPDATED
IMMEDIATELY AND SUBMITTED TO OWNER IN EVENT OF DELAYS OR
REQUIRED TIME EXTENSTIONS. ALL DELAYS AND /OR TIME EXTENSIONS
WILL BE ACCOMPANIED BY EXPLANATIONS FOR EACH OCCURRENCE.

DURING CONSTRUCTION, CONTRACTOR SHALL PROVIDE OWNER OR
OWNER'S REPRESENTATIVE WITH PHOTOGRAPHS OF MAJOR
CONSTRUCTION MILESTONES AS THEY OCCUR.

CONTRACTOR OR CONTRACTOR'S REPRESENTATIV. E SHALL BE
PREPARED TO ATTEND WEEKLY CONFERENCE CALLS WHERE SPECIFIC
DETAILS, INCLUDING PROGRESS REPORTS, UNFORESEEN SITE
CONDITIONS, SCHEDULE CHANGES, SAFETY CONCERNS, ETC,
REGARDING THE SITE WILL BE DISCUSSED.

CONTRACTOR WILL UTILIZE, ADHERE TO, AND SUBMIT {AS REQUIRED)
ALL OWNER PROVIDED DOCUMENTATION,.

CONTRACTOR IS RESPONSIBLE FOR COMPLETION OF ALL CONCRETE
COMPRESSIVE STRENGTH TESTING (INCLUDING THE SUBMITTAL OF
FINAL TESTING RESULTS AND CLCSE-OUT BOOK)

CONTRACTOR IS RESPONSIBLE FOR ALL GRADING AND FILL
COMPACTION TESTING REQUIRED AS SET FORTH IN THE
GEOTECHNICAL REPORT PROVIDED BY OWNER.

CONTRACTOR IS RESPONSIBLE FOR GROUND MEG TESTING.

CONTRACTOR SHALL ASSIST IN COORDINATING AND OBTAINING
PRIMARY POWER TO THE SITE PRIOR TO TOWER ERECTION.
CONTRACTOR SHALL ALSC ASSIST IN COORDINATING AND OBTAINING
TELCO/ FIBER SERVICE PRIOR TQ PROJECT COMPLETION (ON SITE VISITS
WITH UTILITY COMPANY REPRESENTATIVES AS NECESSARY).

CONTRACTOR SHOULD BE PREPARED FOR RANDOM SAFETY
INSPECTIONS AT ALL TIMES,

CONTRACTOR IS EXPECTED TO MAINTAIN PROPER WORKING
CONDITIONS AND PROCEDURES PER OSHA STANDARDS AT ALL TIMES.

CONTRACTOR WILL BE REQUIRED TQ OBTAIN ALL NECESSARY
CONSTRUCTION AND/OR CLOSE-OUT RELATED PERMITS, INCLUDING
ELECTRICAL PERMITS AND INSPECTIONS, CERTIFICATES OF
OCCUPANCY, ETC. AS REQUIRED BY JURISDICTION,

CONTRACTOR IS EXPECTED TO CLOSE-OUT THE JOB SITE AS QUICKLY AS
POSSIBLE (OBTAINTNG A CERTIFICATE OF OCCUPANCY AND GETTING
OWNER'S SIGN-OFF ON THE SITE).

CONTRACTOR WILL PROVIDE A COMPLETED TOWER HEIGHT
VERIFICATION FORM AND TAPE DROP WITHIN 24 HOURS OF REACHING
OVERALL HEIGHT.
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SEDIMENT CONTROL DEVICES SPECIFIED HEREIN AND ANY
ADDITIONAL CONTROLS THAT MAY BECOME NECESSARY IN ORDER TO
ENSURE THE FROTECTION OF ADJACENT PROTPERTIES AND WATERWAYS,

SEEDBED PREPARATION

S50

FINAL ZDs

BIW

0%16:20

FINAL ZDs

BIW

ALL TEMPORARY DEVICES SHALL EE APPROPRIATELY MAINTAINED
UNTIL ALL EARTH DISTURBING ACTIVITIES HAVE CEASED AND THE
PROJECT IS STABILIZED AND APPROVED.

EROSION CONTROL MEASURES SHALL BE CHECKED DATLY AND
IMMEDIATELY FOLLOWING ANY RAINFALL EVENTS. ANY NOTED
DEFICIENCIES WILL BE CORRECTED IMMEDIATELY (NO LATER THAN
THE END OF EACH DAY). IMMEDIATELY UPON THE DIECOVERY OF
UNFORESEEN CIRCUMSTANCES THAT POSE THE POTENTIAL FOR
ACCELERATED EROSION AND/OR SEDIMENT POLLUTION, THE
CONTRACTOR SHALL IMPLEMENT APPROPRIATE BMPS TO MINIMIZE
THE POTENTIAL FOR EROSION AND SEDIMENTATION.

ALL DENUDED CUT/FILL SLOPES STEEPER THAN OR EQUALTO 21
SHALL BE PROTECTED WITH NORTH AMERICAN GREEN 5C125 OR
EQUIVALENT UNLESS ALTERNATIVE SLOPE PROTECTION MEASURES ARE
APPROVED

ALL CONSTRUCTION TRAFFIC SHALL ENTER ANTY EXIT THE SITE VIA THE
CONSTRUCTION ENTRANCES

PANEL SCHEDULE

SERVICE BOND 15 TO BE MADE BY DEVICES (GTRAPS, SCREWE B1C.
SUPPLIED BY EQUIPMENT MANUFACTURER. IF NO SUCH DEVICE IS
SUPPLIED, BOND IS TO BE MADE IN ACCORDANCE WITH NEC ARTICLE 250,

CONDUCTOR OVERCURRENT PROTECTION DEVICES ARE SELECTED IN
ACCORDANCE WITH NEC ARTICLE 240-3,

CONDUCTOR SIZING IS SELECTED FROM NEC ARTICLE 310-16

ALL LUGS THAT HOLD MORE THAN ONE WIRE SHALL BE LISTED FOR
MULTI-BARREL CONNECTIONS

SCARIFY COMPACTED AREAS AND REMOVE ALL LOOSE ROCK, ROOTS,
AND OTHER OBSTRUCTIONS LEAVING SURBACE REASONABLY SMOOTH
AND UNIFORM. FILL ANY EXiSTING RILLS AND GULLIES

IMMEDIATELY PRIOR TO SPREADING TOPSOIL, CORRECT PH OF THE
SUBSOIL WITH LIME PER RECOMMENDATION OF SOILS TESTOR AT A
DEPTH OF AT LEAST 2-INCHES TQ ENSURE BONDING OF THE TCPSOIL
AND SUBSOIL.

UNIFGRMLY SPREAD TOPSOIL 3-INCHES DEEP IN AREAS AS REQUIRED
APPLY LIME AND/OR FERTILIZER AS NECESSARY AND TILL SOIL UNTIL A
WELL-MIXED, PULVERIZED, FIRM, REASONABLY UNIFORM SEEDBED IS
PREPARED. THE PREPARED SEEDBED SHOULD BE 4 TO 6 INCHES DEEP.

SEED A FRESHLY PREPARED SEEDBED AND COVER SEED LIGHTLY WITH
SEEDING EQUIPMENT OR CULTIPACK AFTER SEEDING

MULCH IMMEDIATELY AFTER SEEDING AND ANCHOR MULCH

INSPECT ALL SEEDED AREAS AND MAKE NECESSARY REPAIRS OR
RESEEDINGS WITHIN THE PLANTING SEASON, IF POSSIBLE, IF STAND
SHOULD BE OVER 70% DAMAGED, REESTABLISH POLLOWING ORIGINAL
LIME, FERTILIZER AND SEEDING RATES

SEE PERMANENT SEEDING SPECIFICATION SHEET Cc9,
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THE INFORMATION CONTAINED [N THIS SET OF
DOCLIMENTS 1S PROPRIETARY BY NATURE
REPRODUCTION OR CAUSING TO BE REFRODUCED
THE WHOLE OR ANY PART OF THESE DRAWINGS
WITHOUT THE PERMISSION OF THE DELTA QAKS
GROUP, PLLC IS PROHIBITED.
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ALL CONDUCTORS SHALL BE INSULATED THHN WIRE




